SCHEDULE 8¢ P.V.C. OK ——

UNDERGROUND SYSTEM FOR PERMANENT CONNECTED MOBILE HOMES

NOTE:

UNDERGROUND SYSTEM FOR PERMANENT CONNECTED MOBILE HOMES

USE APPROVED ALUMINUM CORROSION INHIBITOR ON ALL

ALUMINUM WIRE CONNECTIONS.

NOTE:

OVERMEAD.

L8

GROUNDING TYPE
BUSHING OR
GROUNDING TYPE
LOCKNUT.

SERVICE
GROUND
SECTIONS

250-
50250-

S5RECS®

INSULATING BUSHINGS ON
ENDS OF ALL PIPE.

ALL CONNECTIONS ON UNDERGROUND SYSTEM SAME AS

—

 ——————— 30" MAXIMUM ———————

SERVICE MUST BE INSTALLED
ADJAGENT TO AND WITHIN

SIGHT FROM MOBILE HOME.
&— (GENERAL RULE) 550-23(e)

GROUNDING BAR —J
LOCKNUTS & INSULATING

BUSHINGS
)
SUGGEST USING RAILROAD TIE &
& AT LEAST B FEET LONG, OR GREEN 4]
EQUIVALENT TREATED POLE FOR
PEDESTAL OR FACTORY-MADE
METAL PEDESTAL
1
!
1
1
L
USE CABLES APPROVED FOR DIRECT BURIAL-
TYPE USE/RHH/RHW OR UF. MINIMUM 24 INCH
COVER. SIZE FOR MOBILE HOME ELECTRICAL

INSULATED
- NEUTRAL
BAR

WHITE

MOST TRAILERS
WIRED FOR

NAMEPLATE AND FUSE OR BREAKER IN SERVICE.

UNDERGROUND
1 _~ WILL NOT HAVE
JUNCTION BOX

NOTE: BEFORE INSTALLING SERVICE EQUIPMENT CHECK WITH
SERVING UTILITY AS THEY MAY HAVE ADDITIONAL

REQUIREMENTS



